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GENERAL NOTES
1. FINISHED FLOOR ELEVATION OF NEW BUILDING TO BE APPROX.
6” ABOVE EXIST. OPEN-AIR BUILDING FLOOR.
2. CONTRACTOR TO PROVIDE ENGINEERING FOR SITE DESIGN AND
O SWPP AND LOCAL PERMITTING REQUIREMENTS IF REQUIRED..
S 3. BUILDING GUTTERS AND DOWNSPOUTS TO DRAIN TO DITCH
x APPROX. 125" WEST OF WEST SIDE OF BUILDING VIA AN
. UNDERGROUND HDPE OR PVC PIPE.
S 4. ALL COMPACTION OF SOIL AND SUB—BASE SHALL BE IN
ACCORDANCE WITH THE GEOTECH REPORT.
5. COMPACTION SHALL BE TESTED AND APPROVED BY A GEOTECH
FIRM.
6. THE 6" CONCRETE UNDER THE LEAN-TO SHALL BE
CONSTRUCTED USING A MIN. OF 4,000 PSI CONCRETE.
185" CONTROL JOINTS SHALL BE PLACED NO MORE THAN 10" O.C.
20 o J ) | o B —T SLOPE TO NORTH SHALL BE J4"/FT.
e — N s e EX. ROAD | X BARN N 7 7. 4 CONCRETE SIDEWALK AND ADA VIEWING AREA SHALL BE
\ P ‘ / CONSTRUCTED USING A MIN. OF 3500 PSI FIBER REINFORCED
\ Vo . , ) : CONCRETE ON A 4" BED OF COMPACTED #53 CRUSHED STONE.
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~ . \ ) ) [EX. BARN | Naln = o ) 10. REFER TO THE PROJECT MANUAL FOR SPECIFICATIONS AND
N | “ L [ \%3 / \ Q|| = H W RN SNl T ADDITIONAL INFORMATION.
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So ey \ NN T T T T~ \ ‘ =Y <| 'l EE ] N T 13. REMOVE ANY ORGANIC MATERIAL AND SCARIFY EXISTING
Lol \‘ | VA - \ | 1O | T lx O)2 } }Q | S T SURFACE WITHIN LIMITS OF BUILDING AND PLACE DIRT FILL.
\ L SRR A \ TN T —— — AR I o | 2 o] g o I COMPACT TO 85%-90% STANDARD DRY DENSITY (ASTM D698).
‘ ‘ ‘ | \“ “ \ | N \“ N ///////' — —— P /// f\"\ - b ““ N 00 [ 3 “‘ P | — 7777777777/7/ ~ - \ \
\ ‘ ‘ \‘ | I \ N |\ /T~ L : < EX. HOLDING TANK J;‘ g g = ) [ ] E = Lu ég L - o \. ~ MAINTAIN MOISTURE WITHIN £2% OF OPTIMUM.
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NOTES
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\ COMPACTED DIRT SURFACE

120'-0"
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FOUNDATION LOCATION PLAN

SCALE: 1/16"=1"-0"

ALL DESIGNS FOR THIS SHEET ARE PRELIMINARY
AND FOR BID PURPOSES ONLY. CONSTRUCTION
NOT TO BEGIN UNTIL ALL DRAWINGS HAVE BEEN

"ISSUED FOR CONSTRUCTION”

FOOTING ELEVATION

N.T.S.

COLUMN FOOTING SCHEDULE
FOOTINGINUMBER
NUMBER IR 3] 3] IR ) IR B R
FOOTING EL. C D H "J"
F1 66" 66" 2'—6" | TOP—#8 BARS @ 127 0.C., E.W.; BOT.—#8 BARS @ 127
F2 3 -0" 3'-0 1'—0" | TOP—#5 BARS @ 12" 0.C., EW.; BOT.—#5 BARS @ 12"
F3 11°=0" 3-6 2'—6" | TOP—#8 BARS @ 12" 0.C., EW.; BOT.—#8 BARS @ 12"
F4 3 -6 110" 2'—6" | TOP—#8 BARS @ 12” 0.C., EW.; BOT.—#8 BARS @ 12”
el ”A” —
I— ”C” D —]
| ] | _— 247x24" PIERS
i /
:CD ‘
= |
1
| Y
PLAN
24’x100'x6" THK. CONCRETE SLAB OVER 6" #53 CRUSHED NS
STONE W/ WWF6x6, W1.4xW1.4 MID—DEPTH
AB—1
(TYP.)
Ol 1”7 GROUT
¥ T/CONC. EL. = ;
) ﬂ“ i =8 | pier rene (8)—#6 BARS
= ro /
Fi = - "H7
- © 3 . BAR "H
1/r76.1 ! BAR "H"
' T EL. ] — T r
: 12" #53 CRUSHED STONE
o COMPACT TO 98% STD. DRY DENSITY
BLDG. LIMITS '3 gar "t J e 2 clr
BAR "J

ALL CONCRETE SHALL HAVE 4000 PSI COMPRESSIVE STRENGTH
(UNLESS NOTED OTHERWISE) AT 28 DAYS.

ALL CONSTRUCTION SHALL BE IN CONFORMANCE WITH THE
LATEST EDITION OF THE "BUILDING CODE REQUIREMENTS FOR
STRUCTURAL CONCRETE” OF THE AMERICAN CONCRETE
INSTITUTE, OSHA 1926.

REINFORCING BARS SHALL CONFORM TO SPECIFICATIONS FOR
DEFORMED BILLET STEEL BARS FOR CONCRETE REINFORCEMENT
WITH 60,000 PSI MINIMUM YIELD STRENGTH—"ASTM A615,
GRADE 60",

ALL REINFORCEMENT SPLICES SHALL BE CLASS B IN
ACCORDANCE WITH ACI-318.

ALL EXPOSED CORNERS SHALL HAVE A 3/4" CHAMFER.

%” EXPANSION JOINT FILLER AND SEALANT TO BE INSTALLED
AROUND ALL PIER TO SLAB JOINTS.

CURING COMPOUND SHALL BE APPLIED TO NEWLY PLACED,
EXPOSED CONCRETE AS SOON AS THE SURFACE WATER HAS
DISSIPATED AND THE CONCRETE HAS BEEN FINISHED. OTHER
CURING METHODS, WHICH KEEP THE CONCRETE CONTINUOUSLY
MOIST FOR AT LEAST 7 DAYS, MAY BE USED. CURING
COMPOUNDS MUST CONFORM TO ASTM SPEC C309 (LATEST
EDITION) AND MUST BE APPROVED BY THE ENGINEER.

DURING THE PROGRESS OF WORK, THREE COMPRESSION TEST
CYLINDERS SHALL BE MADE FOR EACH DAYS POUR. ONE
CYLINDER SHALL BE TESTED AT 7 DAYS AND ONE CYLINDER
AT 28 DAYS. THE THIRD CYLINDER SHALL BE USED FOR
CONTINGENCY. THE CONTRACTOR SHALL FURNISH THE MOLDS,
LABOR, AND TESTING FACILITIES FOR THE SPECIMENS.

TEST SPECIMEN SHALL BE MADE AND CURED IN ACCORDANCE
WITH ASTM C-—31.

STEEL FRAMING SHALL NOT BE ERECTED ON FOUNDATIONS
UNTIL 75% OF THE SPECIFIED 28 DAY COMPRESSIVE STRENGTH
HAS BEEN OBTAINED.

WHERE THE STRENGTH OF THE TEST SPECIMENS FALLS BELOW
SPECIFIED VALUES FOR 28 DAY STRENGTH, THE ENGINEER
SHALL BE CONTACTED FOR ANY DESIGN CHANGES.

BEARING STRATUM OF FOUNDATIONS SHALL BE VERIFIED AS A
MINIMUM OF 1,000 PSF OR GREATER. AT NO TIME SHALL
FOUNDATIONS BE INSTALLED ON SOFT SOILS OR FILL. GEOTECH
TO PROVIDE TESTING.
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